
PERFECT SEAL
아크릴 씰링제
ACRYLIC SEALING - WATERPROOFING

CPF - 902

CPF - 902는 무취, 무독성에 수용성 타입으로 방수성능이 우수하고 부착력이
매우 우수하며 시공이 간편하고 인장력을 겸하고 있어 크랙 저항성과 염분
알칼리 등에 대한 저항성이 우수한 제품입니다.

특 징

- 창틀 실리콘 주위, 바닥크랙
- 코너조인트, 타일메지, 적벽돌메지 외
- 보수보강부위, 크랙충진 및 코팅용

용 도

- 기온이 5℃이하에서는 작업을 피하십시오.
- 보관 시 서늘한 실내에 보관하고, 동결되지 않도록 합니다.
- 희석제를 사용하지 말고, 제 도포 시 완전 경화 후 사용하십시오.
- 피부에 묻었을 경우에는 비눗물로 깨끗이 세척하십시오.
- 어린이 손에 닿지 않게 보관하십시오.

주의사항

1. 작업부위에 유분, 이끼, 먼지 등을 깨꿋이 제거, 청소 합니다.
2. 사용할 만큼에 용량을 덜어 사용합니다.
3. 마스킹테이프를 이용하여 보양작업을 합니다.
4. 고무헤라, 실리콘헤라로 보수부위를 도포합니다.

사용방법

 - 2kg, 4kg Pail  /  색상 : 백색

포장단위 / 색상

CPF - 902 is an odorless, non-toxic, water-soluble type with excellent waterproof
performance and excellent adhesion. It is easy to apply and has tensile strength
and is excellent in crack resistance and resistance to salt and alkali.

Feature

- Window frame, floor crack
- Corner Joint, Tile, Red Brick
- For maintenance reinforcement, crack filling and coating

Uses

- Avoid working below 5 ° C
- Store in a cool room and avoid freezing.
- Do not use thinner, re-use after full curing.
- If it gets on your skin, wash it thoroughly with soap and water.
- Keep out of reach of children.

Precautions

1. Clean the construction site thoroughly. (Such as oil, moss, oil, debris, etc.)
2. Use a small amount in a bowl.
3. Work with masking tape.
4. Use a putty knife (rubber, silicone) to apply to the working area.

How to use

 - 2kg, 4kg Pail  &  Color : White

Packing Unit & Color

* For further information, please refer to Material Safety Data Sheet (MSDS).
* 기타 상세한 자료는 물질안전보건자료 (MSDS)를 참조하십시오.

Waterproofing System
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Printed in Korea

- 수용성으로 무취, 무독성 제품
- 내후성, 내구성, 융해성이 우수
- 크랙, 염분, 알칼리 저항성 우수

특 성
- Water soluble, odorless, non-toxic product
- Excellent weatherability, durability, and fusibility
- Excellent crack, salt and alkali resistance

Characteristic


